
TRYDAN



BOARD INSTALLATION AND CONNECTIONS

STEPS BEFORE INSTALLATION:

STEP 1: Open the inside of the Trydan to find the power board.

First you need to determine if the power board is activated to connect to the remote con-

trol. To do this, you must access the inside of the charger and locate the P3 and P4 connec-

tors. If there is a jumper on either device, you will need to remove it in order to connect the 

cables. 
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Figure 1: Power Plate

STEP 2: Connecting the control board

Next you need to connect the control board to the Trydan power supply board. The control 

board consists of 5 connections, NC, COM, NO, +VCC, -GND. These connections are used to 

make the connection to the power board. The connection is made according to the 

following diagram:

STEP 3: Configure the remote control in two steps

1. To connect a remote control. On the receiver module (in the protective box), press the 

white button in the bottom corner 4 times.  A red light comes on and indicates pairing 

mode. Press on the remote control in the following sequence: CLOSE - OPEN. To pair 

another remote control, repeat the same sequence.

2. To delete all remote controls or reset the module. On the receiver module, press the 

white button in the bottom corner 8 times.  Wait until the flashing red light goes out. 

Figure 2. perspective from 

behind.
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Figure 3: Control board in 

frontal perspective.

Programming button.

LED 
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*The colour of the cables may vary.

Figure 4: 

Connection control

NOTE: If you have problems with the connection, check the connection and reset the 

module.
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